ATTREZZATURA PER POMPE CATERPILLAR C9.3

CODICE: 30000/130
N SEDE POMPANTE

INSERITORE ANELLO TEFLO
i

S| CONSIGLIA DI USARE
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- A e - - ﬁ L’AGO ESTRATTORE STAR 30053
FORNITO SEPARATAMENTE
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PRIMA RIMUOVERE | VECCHI TEFLON DALLA TESTA DELLA POMPA
FACENDO ATTENZIONE A NON ROVINARE L’ORING DIETRO Al TEFLON

STEP 2:INSERIMENTO DEI NUOVI TEFLON
A : 4) INSERIRE FINO A BATTUTA
. PRIMA L'INSERITORE MARCATO 1

' ‘8l 1) PRENDERE IL KIT 30000/130 A ’Eﬁuéiié:::'?"""E
- K
E’'COMPOSTO DA 3 PEZZI _ PPt oy g o
—_— FIGURATO,FINO A FIME CORSA.
INSERITORE,MARCATO 1 E 2 8 R s
et INSERITORE MARCATO 3 E 4
: AR L TR ESTRARRE L'INSERITORE
: MARCATO 2
5) PRENDERE LA BOCCOLA IN
OTTONE, E INSERIRLA
NELLA SEDE GUIDATA
DELLA TESTA.
CON INSERITORE MARCATO 3,
FARE PRESSIONE FINO
A FINE CORSA.
IMMAGINE C+D

2) PRENDERE L'INSERITORE
MARCATO 1 E INSERIRE
IL NUOVO TEFLON
STAR 33621
(FORNITO SEPARATAMENTE)

QUESTA DPERAZIONE DEVE ESSERE EFFETTUATA
SENIA CAPSULA POMPAMTE INSERITA,

6) TOGLIERE LA BOCCOLA

£ e IN OTTONE.
PRENDERE L'INSERITORE

A\ 3) INSERIRE IL PERNO CON
. f g ® Tg'a?r':!::é ":n;';ﬁﬁuu MARCATO 4 E INSERIRLO
I-&* oo PER FORMARE IL TEFLON
' (PRESTARE ATTENZIONE NE ‘-:‘H;’"”; :::: ;"" o
oy AL SENSO DELLA .
25! RUOTARLO.ESEGUIRE
QUESTA OPERAZIONE
= UN PAIOD DI VOLTE.
IMMAGINE F
DTM.......
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TOOLS FOR CATERPILLAR PUMPS C7.3/C9.3

REF: 30000/130

INSERTER FOR TEFLON RINGS IN ELEMENT HOUSING
Z

\/»1
' WE ADVISE TO USE NEEDLE

EXTRACTOR STAR 30053
AVAILABLE SEPARATELY

[

€ O

FIRST OF ALL REMOVE THE OLD TEFLON RINGS FROM THE PUMP HEAD PAYING

ATTENTION TO THE O-RING BEHIND THE TEFLON TO MAKE SURE IT DOES NOT
GET DAMAGED

STEP 2: PLACEMENT OF TEH NEW TEFLON

4) INSERT TILL THE END

¥ . FIRST INSERTER 1
. , FOLLOWED BY INSERTER 2
: N Tﬁ'éf:;;:g":gg“ PRESS DOWN AS SHOWN IN THE
: IMAGE TILL THE END.
i sl

INSERTER MARKED 1 AND 2 A INAGES A8
INSERTER MARKED 3 AND 4

BRASS BUSHING REMOVE INSERTER 2

5) TAKE THE BRASS BUSHING
AND INSERT IN THE DESIGNATED
c Ijw)

; HOUSING OF THE HEAD

2) USE INSERTER 1 AND PLACE
THE NEW TEFLON
STAR 33621

WITH INSERTER 3,
(SOLD SEPARTELY)

FPRESS DOWN TILL THE END.
IMAGES C+D

THIS DFERATION MUST BE CARRIED OUT AFTER
REMOVING THE ELEMENT CAPSULE

26 6) REMOVE THE BRASS BUSHING
A\ 3) INSERT THE PIN WITH E TAKE INSERTER 4 AND INSERT IT
& | TEFLON IN THE BRASS BUSHING, 70 POSITION THE TEFLON IN ITS
) ﬁ} AS SHOWN IN THIS IMAGE

_ HOUSING TIL IT IS FIXED,

(PAY ATTENTION TO USING THE IMAGE E.

CORRECT SIDE OF THE BUSHING) TURN IT AND REPEAT THIS
OPERATION TWICE.
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ol IMAGE F
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