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CODE OEMCODE rotorR SUITABLE ON

36330 7123-340 G =7180-550G 344G USE 36538

36332 7123-340J=7180-553 J=7123-339J 344J) PERKINS

36334 7123-340K = 7180-550 K 344K PERKINS

36336 7123-340L 3441  DAVID BROWN=INTERNACIONAL

36338 7123-340 R-WITH SOLENOID 36528 344R  PERKINS NO SOLENQID

36340 7123-3405=7180-668 S 344S 4 Cyl.PERKINS/SAME NO SOLENOID

36342 7123-340 U-WITH SOLENOID 36532 344U 4 Cyl.PERKINS/SAME NO SOLENOID

36344 7123-340 W 344W 6Cyl.PERKINS,SAME

36344/01 7123-340M 344M PERKINS

36345 7123-340Q =7180-550Q 344Q DPA

36345/01 7123-345N =7180-550 N=7180-559N 349N PERKINS

36346 7123-345M = 7180-559 M 349M PERKINS 6PF305

36347 7123-345S5=7180-5595 349S 6 CylDXmm.8,5

36348 7123-345T =7180-559 T 349T PERKINS 6354

36349 7123-345W=7180-559 W 349W 6 Cyl.SAME

36350 7123-345U=7180-559 U 349U JOHN DEERE 6329D1-D3

36352 7123-345 X =7180-559 X 349X MASSEY FERGUSON turbo

36354 7123-909T=7180-571T 908T PERKINS 6354F2

36355 7123-909U=7180-571U 908U PERKINS

36356 7123-909V =7180-571V 908V PERKINS m

36360 7139-130 TEX 7139-130 R=7180-765R  344T 4 Cyl.FIAT with solenoid

36361 7180-593Q = 7139-235Q / 3 Cyl.mm.8 RIGHT DAVID BROWN O

36362 7139-2355=7180-593S 858S 3 Cyl.PERKINS no solenoid I\

36363 7139-360U 189U 6 Cyl.PERKINS mm.9

36364 7139-422 W 344W FORD 5000/6600 (hole up) O

36366 7139-709 W=7180-613W 708W 3 Cyl. FORD 3000/4500 mm.9,5

36368 7139-764T=9003-175T 708T 3 Cyl.FIAT no solenoid m

36370 7139-7645=7180-650S 7085 3 Cyl.PERKINS

36372 7167-334 U 333U FIATOM 40-50 NC %

36374 7167-3495=7180-641S 8745 2 Cyl.FIAT 300

36376 7167-539 K=7180-633 K 536K PERKINS Q

36377 9002-232 6411 ROTO-DIESEL

36378 7167-804 R =7180-765R=7180-647R 708R 4 Cyl.FIAT with solenoid <

36380 7167-807 T =7180-650 T=7180-680T 708T 3 Cyl.FIAT with solenoid

36528 7180-19R EX 668 R 344R 4 Cyl.PERKINS DPA LLI
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36532 7180-19UEX 668 U =7180-550U
36535 7180-667W=7180-17W

36536 7180-19WEX 668 W

36537 7180-19SEX 668 Smm.8,5

36538 7180-19G EX 668 G = 7180-550 G
36540 7180-586 5=7167-936 S

36541 7180-6505=7167-807 S

36542 7180-578M EX 7123-359 M
36543 7180-681R=7180-41R

36544 7180-819U

36545 7180-573U

36908/40 7185-101=7185-101L

36908/42 9050-222L

36908/44 9050-228L = 2050-300L
36908/46 28403730

Manufacturer’s reference numbers have only an indicative purpose

ROTOR
344U
832W
344W
344S
344G
708S
344M
344R
678U
820U

256L
5111

215L
3724

SUITABLE ON
PERKINS=SAME with solenoid

DPA

SAME 4 Cyl. with solenoid

4 Cyl. PERKINS=SAME with solenoid
PERKINS=VM with solenoid
PERKINS=VM

PERKINS 3 Cyl.with solenoid
PERKINS 4,203=MF

4 Cyl.mm.4,5 with solenoid

4 Cyl.PERKINS with solenoid

6 Cyl.Diam. 8 FIAT 1000 with solenoid
6 Cyl.PERKINS DPA

6 CyLVALMET=VALTRA=SISU

4 CyLMWM=VALMET=VALTRA

6 Cyl.DP150=DP200 PERKINS

HEAD & ROTOR
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