STAR FUEL HOSES PROPERTIES OF STAR FUEL'HOSES

Leaded Unleaded and Diesel Fuel
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Textile Braided Fuel Hoses

Temperature Range
. e [
@ Material: I
Tube NBR - Cover Cotton
1'“, 00 4“,““ Standard:DIN ?33?9-51'934,
EE—— EEE—— EEEE——  EEEEE—— EEEE———  EEE——  EE—— E—

7% 1 CODE: 56262
- e ) SIZE:2,80X7,00 50 MT.
COLOR: BLACK

2 CODE: 56263/04 Textile Braided Fuel Hoses

SIZE:3,00X7,00 50 MT.

- Temperature Range
COLOR: BLACK ESEEE G ]
: et unaE OIN 73879 3] 7 @ Material: I
Tube NBR - Cover Cotton
1“, 00 4","“ Standard:DIN ?33?9-51934,

—— — — ——  —  E—  —  ——

=, 3 CODE: 56263 ‘I

SIZE:3,20X7,00 50 MT.
COLOR: RED Temperature Range
(-30°C) - (+110°C) |

T R R R FO Toie N i
Tube NBR - Cover Cotton

10,00 40,00 Standard:DIN ?33?’9-51984,

CODE: 56263/02
SIZE:3,20X7,00 50 MT.
COLOR: BLACK

Temperature Range
(-30°C) - (+110°C) 1

‘@ Material: I
Tube NBR - Cover Cotton
1 ﬂ, 00 4ﬂ'ﬂﬂ Standard:DIN T3379-B1 934,

CODE: 56265
SIZE:3,20X8,50 25 MT.
COLOR: BLACK

Temperature Range ‘
(-30°C) - (+110°C)
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Material:Tube NBR
@ @ H;:fufcemeflt Polyester I
Cover CR
10,00 20,00 Standard:DIN 73379-2ZA , code: 562 70

I A
Caution: Not suitable for Alcohol Fuels,Coolant or Brake
fluid applications.Fuel Hoses should be shielded and
routed away from Exhaust Manifolds/Pipes.

FUEL TUBE EXHIBITOR



STAR FUEL HOSES

‘ - 2
l I' :-
B
I b, %
B,
I i .::: ; ;
1 :"L. .
I -
I 3

CODE: 56262
SIZE:2,80X7,00 50 MT.
COLOR: BLACK

CODE: 56263/04
SIZE:3,00X7,00 50 MT.
COLOR: BLACK

CODE: 56263
SIZE:3,20X7,00 50 MT.
COLOR: RED

CODE: 56263/02
SIZE:3,20X7,00 50 MT.
COLOR: BLACK

CODE: 56265
SIZE:3,20X8,50 25 MT.
COLOR: BLACK

r® FUEL HOSE DM 13314

PROPERTIES,OF; STAR FUEL'HOSES

Application:
Leaded Unleaded and Diesel Fuel
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Injectors Common-Rail and Tradictional I
injectors

|

Injectors Common-Rail and Tradictional
injectors

|

Use for:
Injectors Common-Rail and Tradictional
injectors

|

Injectors Common-Rail and Tradictional
injectors

Use for:
Injectors Common-Rail and System
Delphi.lnjection pump type DFP6

Caution: Not suitable for Alcohol Fuels,Coolant or Brake
fluid applications.Fuel Hoses should be shielded and
routed away from Exhaust Manifolds/Pipes.
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